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ideate    .    create    .    collaborate

 

Key Features

The latest capacitive touchscreen technology is integrated into the screen enabling it to be upto 
12 touch, allowing multiple users. The HD resolution and high brightness display means that images 
are clearly visible and unlike projection based interactive solutions, there is no shadowing. 

Plug and Play

Warranty

Full HDDurability

Multi Touch

All Wavex touch screens are plug &
play, which means no drivers* – just 
turn them on and start interacting.

Utilising the infrared technology
12 touch available with Windows 10, 
make full use of multi touch gestures 
and writing available.

The full HD 1080p high brightness
display makes your interactive software
and images clear and detailed.

The 6mm toughened glass and steel
bezel, makes touch a very durable
solution to many applications. 

The Wavex touch range comes with
a Limited one year warranty. 



Operating Temperature 0°C ~ 40°C

Storage Temperature -20°C ~ 60°C

Weight [kg] 75 (Approx.)

 

Diagonal Size

Active Screen Area (W x H) mm 1073.78 x 604.0

Resolution 1920 x 1080

Brightness (typical) 450 nits

Contrast Ratio (typical) 1100:1

Aspect Ratio 16:9

Internal Speaker (Amp) 10W x 2

Voltage 100V ~ 240V, 50Hz / 60Hz
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Display Environmental Condition

Interface

1000 N. West St. Suite 1200, Wilmington, DE 19801, United States of America
T: +1 302.295.5047 F: +1 302.295.4801

Weight and dimensions are approximate. Specif icat ions and design are subject to change without notice. This product may be subject to export control regulat ions.

www.wavextouch.com

49 inches

Mechanical

Dimensions (W x H x D) [mm] 1194(L) x 724(W) x 800(H)mm

Touch Technology
Detection method Projected Capacitive

PC Specification
Processor Intel Core i7

Chipset Intel QM67

CPU Socket G2/rPGA988B

Hard Drive 500 GB  

RAM 4GB
Operating System Windows 10
Graphics Integrated Core i processor chip

Input method Finger and Capacitive Pen

Dimension


